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AMY VARIO  süllyesztett kapcsolható színhőmérsékletű LED mélysugárzó IP44
AMY VARIO 100 LED DL 700 830/35/40 120x55mm   700 7  830/35/40 63086 04055
AMY VARIO 150 LED DL 1000 830/35/40 170x69mm   1000 10  830/35/40 63086 04056
AMY VARIO 150 LED DL 1500 830/35/40 170x69mm   1500 15  830/35/40 63086 04057
AMY VARIO 200 LED DL 2000 830/35/40 250x79mm   2000 20  830/35/40 63086 04058
(3 órás biztonsági változat a Just E3 Plug&Play Kit alkalmazásával)

ANNA süllyesztett LED panel, kapcsolható színhőmérséklet és fényáram, IP44/IP20
ANNA VARIOFLEX 12X3 lámpatest   3000-4400 28-40  830/35/40 63086 04215
ANNA VARIOFLEX Q596  lámpatest   3000-4400 28-40  830/35/40 63086 04216
ANNA VARIOFLEX Q622 lámpatest   3000-4400 28-40  830/35/40 63086 04217

(HFIX= szabályozható DALI előtét, 3 órás biztonsági változat a Just E3 Plug&Play Kit alkalmazásával)

ELSA tükörvilágító IP44 kapcsolóval, kapcsolható színhőmérséklet és fényáram, alumínium házas
ELSA VARIOFLEX 450 lámpatest    600/800 7/9  830/35/40 63086 04225
ELSA VARIOFLEX 450 MWSV lámpatest   600/800 7/9  830/35/40 63086 04226
ELSA VARIOFLEX 600 lámpatest    900/1200 9/12  830/35/40 63086 04227
ELSA VARIOFLEX 600 MWS lámpatest   900/1200 9/12  830/35/40 63086 04228

EMMA dekoratív szálcsiszolt alu LED szabadonsugárzó, kapcsolható színhőmérséklet és fényáram
EMMA VARIO FLEX    600 2000 lámpatest   1000-2000 8/12/16  830/35/40 63086 04218
EMMA VARIO FLEX 1200 4000 lámpatest   2000-4000 15/22/30  830/35/40 63086 04219
EMMA VARIO FLEX 1500 6000 lámpatest   3000-6000 22/34/45  830/35/40 63086 04220
EMMA VARIO FLEX SUSPENSION KIT Bowden függesztő készlet      63086 04221

JULIE FLEX por-pára mentes lámpatest, kapcsolható fényárammal, zár nélküli bura, IP65 IK08 -20°C és +40°C
JULIE FLEX 600 2200 840 lámpatest 635x94x76mm   1000-2200 8/12/18  4000 63086 04246
JULIE FLEX 1200 4200 840 lámpatest 1235x94x76mm   2200-4200 18/25/34  4000 63086 04247
JULIE FLEX 1500 6300 840 lámpatest 1535x94x76mm   4200-6300 33/41/51  4000 63086 04248
JULIE FLEX 1500 8600 840 lámpatest 1535x94x76mm   4200-8600 33/50/72  4000 63086 04249
JULIE FLEX 600 2200 840 DALI lámpatest 635x94x76mm  1%-2200   4000 63086 04250
JULIE FLEX 1200 4200 840 DALI lámpatest 1235x94x76mm  1%-4200   4000 63086 04251
JULIE FLEX 1500 6300 840 DALI lámpatest 1535x94x76mm  1%-6300   4000 63086 04252
JULIE FLEX 1500 8600 840 DALI lámpatest 1535x94x76mm  1%-8600   4000 63086 04253

LARA kerek IP66 védettségű lámpatest, kapcsolható színhőmérséklet és fényáram
LARA VARIOFLEX 250 1200 lámpatest   800-1200 8/10/12  830/35/40 63086 04181
LARA VARIOFLEX 250 1200 MWS lámpatest   800-1200 8/10/12  830/35/40 63086 04182
LARA VARIOFLEX 250 1200 BEZEL TRIM lámpatest   800-1200 8/10/12  830/35/40 63086 04185
LARA VARIOFLEX 250 1200 MWS BEZELTRIM WH lámpatest  800-1200 8/10/12  830/35/40 63086 04186
LARA VARIOFLEX 300 2200 lámpatest   1000-2000 10/16/20  830/35/40 63086 04183
LARA VARIOFLEX 300 2200 MWS lámpatest   1000-2000 10/16/20  830/35/40 63086 04184
LARA VARIOFLEX 300 2200 BEZEL TRIM WH lámpatest   1000-2000 10/16/20  830/35/40 63086 04187
LARA VARIOFLEX 300 2200 MWS BEZEL TRIM WH lámpatest  1000-2000 10/16/20  830/35/40 63086 04188
LARA/SARA BEZEL TRIM 250 BK keret fekete       63086 04191
LARA/SARA BEZEL TRIM 250 WH keret fehér       63086 04190
LARA/SARA BEZEL TRIM 300 BK  keret fekete       63086 04194
LARA/SARA BEZEL TRIM 300 WH keret fehér       63086 04157
(MWS=mozgás érzékelő szenzor, BK=fekete, WH=fehér)

LUCY IP66 védettségű, gyorsan szerelhető, dekoratív hengeres lámpatest opál burával
LUCY 600 LED IP66 2000 840 TW 663x77x89mm   2000 20  4000 63086 03999
LUCY 1200 LED IP66 4000 840 TW 1263x77x89mm   4000 40  4000 63086 04000
LUCY 1500 LED IP66 6000 840 TW 1563x77x89mm   6000 60  4000 63086 04001
LUCY 1800 LED IP66 8000 840 TW 1825x77x89mm   8000 80  4000 63086 04002
(TW = a lámpatest a két végéig átvezetékezett)
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THORN ECO LED LÁMPATESTEK

AMY VARIO

AMY VARIO 100 LED DL 700 830/35/40 96632753

Recessed LED downlight

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Recessed LED downlight one for one replacement for traditional 1x18W compact fluorescent downlights. Consistent light output with 
no shadowing. High efficacy, up to 80% energy saving compared with fluorescent light sources. Ceiling cutout Ø 100mm - identical to 
traditional products. AMY VARIO LED can be installed into a wide range of ceiling types of 2-20mm thickness. THD<25%. Switchable 
colour temperature: choose between warm white (3000K) and neutral white (3500K) and cold white (4000K) to suit application use. 
Photobiological Risk Group RG0. Plug&Play with "Just Emergency E3 KIT" for 3h emergency operation.
Body:steel, white finish (RAL 9003)
Diffuser: polycarbonate
Weight: 0.25 kg

TE_AMYVARIO_F_125.jpg TE_AMYVARIO_M_125.wmf
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• Light Source: LED
• Luminaire luminous flux*: 701 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000-4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L80 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 7 W Power factor = 0.9
• Dimming: PCDCG dimmable to 10%

Please also consult the additional information on the next page

ANNA VARIO

ANNA VARIO Q596 3750 830/35/40 96634032

Recessed LED panel

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Recessed LED panel UGR<19 with adjustable color temperature of 3000K, 3500K or 4000K by switch directly on luminaire. Gentle, 
soft and glare-free lighting for office applications with opal diffuser made of TpB rated PET for fully homogenous illumination and 
aluminium frame. Luminaire input power: 34 W Lifetime of 50.000 h before luminous flux is reduced to 80 % of the initial value.
Chromaticity tolerance (initial MacAdam): 4. Total luminous flux: 3750 lm, Luminaire efficacy: 110 lm/W (4000K). Colour rendering Ra 
> 80,Tool-free installation (piano key terminal for up to 2.5 mm² wires). External connector box enabling loop-in loop-out wiring. Flicker 
free. Suitable for lay-in installation, suspension and surface mounting.Dimensions: 596 x 596 x 60 mm weight: 2.22 kg

TE_ANNA_F_600_persp.jpg TE_ANNAVARIO_M_596.wmf
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TE_ANNA_VARIO_Q596_3750_840.ldt

• Light Source: LED
• Luminaire luminous flux*: 3754 lm
• Luminaire efficacy*: 110 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000-4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 4
• Rated median useful life*: 

L80 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 34 W Power factor = 0.95
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

ELSA

ELSA LED 450 800 830 WH 96630377

Bathroom Mirror LED luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Bathroom mirror luminaire with an elegant and timeless design. Opal diffuser ensuring visual comfort and a fully homogeneous 
illumination. Tool-free wiring for quick installation. Integrated on/off switch.
Body: Aluminum, white finish (RAL9016)
Diffuser: PC, opal
End cap: PC, white finish (RAL9016)
Weight: 0.6 kg

TE_ELSA_F_445_PERSP.jpg TE_ELSA_M_450.wmf
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TE_ELSA_LED_450_800_830_WH.ldt

• Light Source: LED
• Luminaire luminous flux*: 800 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000 Kelvin
• Chromaticity tolerance (initial MacAdam): 6
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 8 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

EMMA

EMMA LED 600 2000 830 96630322

Surface mounted LED luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Direct replacement for conventional battens in terms of light performance and length. Reliable integrated LED technology, ensuring 
maintenance-free installation and a long lifetime. Fully homogeneous illumination. Elegant design: narrow profile and light weight. 
High efficacy – exceeding building regulation requirements. Easy installation thanks to an entry hatch on the back of the luminaire, 
which allows access to the terminal block for wiring.
Body: Aluminium
Diffuser: PC, opal white
End caps: PC, white (RAL 9016)
Ceiling clips: Stainless steel
Weight: 1.36 kg

TE_EMMA_F.jpg TE_EMMA_M_25W.wmf
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TE_EMMA_LED_600_2000_830.ldt

• Light Source: LED
• Luminaire luminous flux*: 2000 lm
• Luminaire efficacy*: 111 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 18 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

JULIE

JULIE 1200 LED IP65 3200 840 96631255

Damp-proof diffuser luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

An IP65 rated LED luminaire for high quality low energy lighting in wet, dusty environments. High quality opal polycarbonate (UV 
stabilised) diffuser ensures uniform lighting without visible spots. High efficacy, up to 50% energy saving compared with T8 
fluorescent. The traditional design gives an aesthetically pleasing appearance – ideal for point for point replacement on refurbishment 
projects. 
Body: polycarbonate
Diffuser: opal polycarbonate (UV stabilised)
Brackets: stainless steel
Weight: 1.3 kg

TE_JULIE_F_side.jpg TE_JULIE_M_IILD2_1200_3000lm.wmf
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TE_JULIE_1200_LED_IP65_3200_840.ldt

• Light Source: LED
• Luminaire luminous flux*: 3200 lm
• Luminaire efficacy*: 114 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 4
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 28 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

LARA

LARA LED 300 1200 840 WH 96666105

Wall mounted luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Circular IP65 bulkhead with optional trim accessories. Direct replacement for 1x28W 2D. More than 50% energy savings compared 
with luminaires with CFL lamps. Frosted diffuser ensuring homogeneous light effect and visual comfort. Sealed to IP65 for protected 
exterior applications. Robust construction tested up to IK08 impact resistance.
Body: Polycarbonate, white (RAL 9003)
Diffuser: Polycarbonate, opal
Weight: 1.07 kg

TE_LARA_F_300_BLANK_WH_persp.jpg TE_LARA_M_1200L.wmf

Light Distribution STD - standard

0°

30°30°

60°60°

90° 90°

120° 120°

150° 150°

180°

100200300

 cd/klm

100%h:

C270 | C90

C180 | C0

TE_LARA_LED_300_1200_840_WH.ldt

• Light Source: LED
• Luminaire luminous flux*: 1200 lm
• Luminaire efficacy*: 92 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 4
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 13 W Power factor = 0.55
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

LUCY

LUCY 1200 LED IP66 4000 840 TW 96630332

IP66 Surface mounted LED luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

An IP66 rated LED luminaire for high quality low energy lighting in wet and dusty environments with opal diffuser for uniform lighting. 
Through-wired: equipped with two 3-pole push-terminals (N, earth, L) as standard. Easy, quick and tool-free installation thanks to the 
twist & lock mechanism in the end caps, which gives access to the push terminals. Flexible installation as mounting brackets can be 
positioned freely on the luminaire. High efficacy, up to 50% energy saving compared with T8 fluorescent.   
Body: Polycarbonate, white
Diffuser: Opal, polycarbonate
End caps: Polycarbonate, white
Brackets: Stainless steel
Weight: 1,15 kg

TE_LUCY_F_detail_03.jpg TE_LUCY_M_1200.wmf
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TE_LUCY_1200_LED_IP66_4000_840_TW.ldt

• Light Source: LED
• Luminaire luminous flux*: 4004 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 4
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 40 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.
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LENA VARIO kerek IP44 IK04 kapcsolható színhőmérsékletű lámpatest
LENA VARIO LED 320 1400 830/35/40 350x108mm   1450 15  830/35/40 10966 31862
LENA VARIO LED 380 1900 830/35/40 380x115mm   1950 21  830/35/40 10966 31864
LENA VARIO LED 380 2500 830/35/40 380x115mm   2550 30  830/35/40 63086 04070
LENA VARIO LED 320 1400 830/35/40 MWS 350x108mm  1450 15  830/35/40 63086 04071
LENA VARIO LED 380 1900 830/35/40 MWS 380x115mm  1950 21  830/35/40 63086 04072
LENA VARIO LED 380 2500 830/35/40 MWS 380x115mm  2550 30  830/35/40 63086 04073
(MWS = mozgásérzékelőszenzor)

LEO FLEX 3 fokozatban kapcsolható fényáramú, aszimmetrikus IP66 IK08 LED fényvető, beépített szürkület kapcsolóval, 1m kábellel
LEO FLEX IP66 80W 840 PC lámpatest   7500-10000 55/70/80  4000 63086 04197
LEO FLEX IP66 120W 840 PC lámpatest   10000-15000 70/90/120  4000 63086 04198
LEO FLEX IP66 190W 840 PC lámpatest   15000-25000 105/140/190 4000 63086 04199
LEO FLEX IP66 300W 840 PC lámpatest   30000-40000 205/250/300 4000 63086 04200

LEONIE szimmetrikus IP65 IK08 LED fényvető, kapcsolható színhőmérséklet és fényáram, 55cm kábellel
LEONIE VARIOFLEX IP65 1 lámpatest   1000-2000 8/12/16  830/35/40 63086 04229
LEONIE VARIOFLEX IP65 lámpatest   2500-5000 20/30/40  830/35/40 63086 04222
LEONIE VARIOFLEX PLUG&PLAY MWS mozgás érzékelő       63086 04223
LEONIE VARIOFLEX SPIKE  földbe szúrható tartó       63086 04224
LEONIE VARIOFLEX WALL BRACKET fali tartókar 60cm       63086 04230

POPPY nagy teljesítményű, gyorsan szerelhető mennyezeti burás lámpatest IP20
POPPY LED 600 2500 840 560x62x77mm   2500 24  4000 63086 04074
POPPY LED 1200 2500 840 1160x62x77mm   2500 24  4000 63086 04075
POPPY LED 1200 5000 840 1160x62x77mm   5000 48  4000 63086 04076
POPPY LED 1500 4500 840 1460x62x77mm   4500 40  4000 63086 04077
POPPY LED 1500 6500 840 1460x62x77mm   6500 60  4000 63086 04078
POPPY LED 1800 6500 840 1722x62x77mm   6500 60  4000 63086 04079
POPPY LED 1800 8500 840 1722x62x77mm   8500 80  4000 63086 04080

TOM VARIO kapcsolható színhőmérsékletű kerek IP66 védettségű lámpatest
TOM VARIO LED 300 1200 830/40 WH 300x91mm   1200 14  3000/4000 63086 04039
TOM VARIO LED 300 2000 830/40 WH 300x91mm   2000 20  3000/4000 63086 04040
TOM VARIO LED 300 1200 830/40 MWS WH 300x91mm  1200 14  3000/4000 63086 04098
TOM VARIO LED 300 2000 830/40 MWS WH 300x91mm  2000 20  3000/4000 63086 04099
(MWS = mozgásérzékelő szenzor)

BORIS FLEX kapcsolható fényáramú és szenzorral szabályozható csarnokvilágító <25 UGR, IP65 IK08
BORIS FLEX S 20000 840  lámpatest   12000-20000 78/100/130 4000 63086 04243
BORIS FLEX L 30000 840 lámpatest   20000-30000 130/160/195 4000 63086 04256
BORIS PLUG&PLAY E3 KIT 5.5W LiFePO4 battery PLUG&PLAY-készlet 3h biztonsági világításhoz LiFePO4 battery  63086 04257
BORIS PLUG&PLAY PIR SENSOR GEN2 Infravörös mozgás és napfényérzékelő szenzor    63086 04258
BORIS PLUG&PLAY MWS SENSOR GEN2  Microhullámú mozgás és napfényérzékelő szenzor    63086 04259
BORIS SENSOR REMOTE CONTROL GEN2 Távirányító a beállítások módosításához    63086 04260
BORIS FLEX STIRRUP S & L Rögzítőkengyel oldalfalra/mennyezetre történő fix szereléshez    63086 04261
Az összes beállítási paraméter közvetlenül állítható a szenzoron mikrokapcsolókkal vagy a távvezérlővel (külön rendelhető).

ZOE VARIO kapcsolható színhőmérsékletű lapos mélysugárzó IP44/IP20
ZOE VARIO LED DL 130 700 830/35/40 145x26mm   700 9  3000-4000 63086 04103
ZOE VARIO LED DL 170 1000 830/35/40 180x26mm   1000 12  3000-4000 63086 04104
ZOE VARIO LED DL 210 1600 830/35/40 220x26mm   1600 18  3000-4000 63086 04049
ZOE VARIO LED DL 210 2000 830/35/40 220x26mm   2000 22  3000-4000 63086 04105
(3 órás biztonsági változat a Just E3 Plug&Play Kit alkalmazásával)

LENA VARIO

LENA VARIO LED 320 1400 830/35/40 96631862

Surface mounted luminiare

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Circular IP44 bulkhead with switchable colour temperature: choose between warm white (3000K) and neutral white (3500K or 4000K) 
to suit application use. Quality PMMA diffuser for an even light distribution. Reliable integrated LED technology, ensuring 
maintenance-free installation and a long lifetime. Direct replacement for 2x 18W CFL and more than 55% energy savings compared 
with luminaires with CFL lamps. Piano key terminal for wires up to 2.5mm². Quick and easy installation, loop-in loop-out possible. 
Flicker free and DC compatible. 
Backplate: steel, white finish.
Diffuser:  opal, PMMA.
Weight: 0.62 kg

TE_LENA_F_frontal_320.jpg TE_LENA_M_320.wmf
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TE_LENA_VARIO_LED_320_1400_840.ldt

• Light Source: LED
• Luminaire luminous flux*: 1450 lm
• Luminaire efficacy*: 97 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 15 W Power factor = 0.5
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

LEO

LEO LED FL IP66 100W 830 PC 96632699

LED Floodlight

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

High power LED Floodlight with asymmetrical light distribution - ideal for building facades and footpaths. Compact and streamline 
design. Climate membrane for automatic climate regulation inside the floodlight.  Surge protection up to 10kV. Pre-wired with mains 
cable (3m). Integrated photocell. 
Body: Aluminium die-cast (<5% copper)
Bracket: Steel, gray (RAL 9006)
Cover: Tempered glass
Lens: PC
Weight: 4,15 kg

TE_LEO_F_100.jpg TE_LEO_M_75.wmf
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TE_LEO_LED_FL_IP66_100W_830_PC.ldt

• Light Source: LED
• Luminaire luminous flux*: 10000 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 100 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

LEONIE

LEONIE LED FL IP65 10W 830 96631096

LED Floodlight

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Very lightweight, compact and streamline design. Universal mounting bracket allows wall or surface mounting with the possibility of 
tilting upwards or downwards. Suitable to use with the"LEONIE PLUG&PLAY MWS"presence sensor (available as accessory). Pre-
wired with mains cable. 
Body: Aluminium die-cast (<5% copper)
Bracket: Steel, gray (RAL 9006)
Cover: Tempered glass
Lens: PC
Weight: 0,45 kg
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• Light Source: LED
• Luminaire luminous flux*: 1000 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 10 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

POPPY

POPPY LED 1200 2500 840 96631258

LED batten

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

A fast install and versatile IP20 batten with press release buttons for quick opening and installation. Reliable integrated LED 
technology, ensuring maintenance-free installation and a long lifetime. Homogeneous illumination. Direct replacement for conventional 
battens in terms of light performance and length. Piano-key terminals, enabling loop-in loop-out. ENEC certified driver. 
Body: sheet metal, white finish (RAL 9002). 
Diffuser: polycarbonate, opal. 
End caps: polycarbonate, white (RAL 9002). 
Weight: 2 kg

TE_POPPY_F_persp.jpg TE_POPPY_M_1200.wmf
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• Light Source: LED
• Luminaire luminous flux*: 2500 lm
• Luminaire efficacy*: 104 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 24 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

TOM VARIO

TOM VARIO LED 300 2000 830/40 WH 96631714

Wall mounted luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

Circular IP66 bulkhead with switchable colour temperature: choose between warm white (3000K) and neutral white (4000K) to suit 
application use. High  colour rendering and uniform light surface with no shadowing. Direct replacement for 2x 26W CFL. More than 
60% energy savings compared with luminaires with CFL lamps. Frosted diffuser ensures a homogeneous light effect and  visual 
comfort. Piano key terminal for wires up to 2.5mm².  Shock resistance degree: IK10
Body: white (RAL 9010), Polycarbonate (UV stabilised).
Diffuser: opal, Polycarbonate (UV stabilised).
Weight: 0,75 kg

TE_TOM_F_2nd_300_WHM.jpg TE_TOML_M_LD2.wmf
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• Light Source: LED
• Luminaire luminous flux*: 2002 lm
• Luminaire efficacy*: 100 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 6
• Rated median useful life*: 

L70 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 20 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

BORIS

BORIS 300 13000 840 96634055

LED highbay luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

LED highbay luminaire with single point suspension. Efficient LED lens technology offering a beam angle of 90° for homogeneous 
illumination. Luminaire input power: 95 W. Lifetime of 50.000h before luminous flux is reduced to 80 % of the initial value. Chromaticity 
tolerance (initial MacAdam):<5. Total luminous flux: 13000 lm@4000K, Luminaire efficacy: 137 lm/W. The housing is carefully 
designed to allow air flow cooling of  the luminaire to prevent the components from overheating and ensures optimum performance in 
industrial environments. Surge protection up to 4kV. Pre-wired with mains cable (15 cm) including THORNeco Conny connector. Wide 
voltage driver 100-277V AC 50/60Hz.
Body: die-cast aluminium, black (RAL 9017), Lens: PC
Weight: 2.8 kg

TE_BORIS_F_295_PERSP.jpg TE_BORIS_M_300.wmf
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• Light Source: LED
• Luminaire luminous flux*: 13026 lm
• Luminaire efficacy*: 137 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 5
• Rated median useful life*: 

L80 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 95 W Power factor = 0.95
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.

ZOE VARIO

ZOE VARIO LED DL 130 700 830/35/40 96632685

LED ceiling-recessed luminaire

We reserve the right to make technical changes without prior notice. 23.12.2020 © ThornEco

LED ceiling-recessed luminaire with uniform light surface.Product height of only 20 mm: fits various ceiling types. Replaces 
conventional downlights with 2 x 18 W CFL and offers up to 50 % energy saving. Connector for easy and tool-free wiring. Switchable 
colour temperature: choose between warm white (3000K) and neutral white (3500K) and cold white (4000K) to suit application use. 
Plug&Play with "Just Emergency E3 KIT" for 3h emergency operation.Dimensions: Ø145 x 26 mm. Body: aluminium,white finish 
(RAL9003). Diffuser: Polystyrol.  weight: 0.3 kg.

TE_ZOEVARIO_F_170_persp.jpg TE_ZOEVARIO_M_130.wmf
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• Light Source: LED
• Luminaire luminous flux*: 700 lm
• Luminaire efficacy*: 78 lm/W
• Colour Rendering Index min.: 80
• Correlated colour temperature: 3000-4000 Kelvin
• Chromaticity tolerance (initial MacAdam): 4
• Rated median useful life*: 

L80 50000h at 25°C
• Ballast: 1x LED_Con
• Luminaire input power*: 9 W Power factor = 0.9
• Dimming: Fixed output

All values marked with an * are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Unless stated otherwise, the values 
apply to an ambient temperature of 25°C.
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BELTÉRI ÉS KÜLTÉRI LÁMPATESTEK

THORN Chalice mélysugárzó
CHAL 200 LED1400-840 HF RSB elektronikus, 1440lm, 4000K, 13W ∅ 220 x 94 0,91 10966 29020
CHAL 200 LED1400-830 HF RSB elektronikus, 1370lm, 3000K, 13W ∅ 220 x 94 0,91 10966 29019
CHAL 200 LED2000-840 HF RSB elektronikus, 2090lm, 4000K, 17W ∅ 220 x 94 0,91 10966 42305
CHAL 200 LED2000-830 HF RSB elektronikus, 1990lm, 3000K, 17W ∅ 220 x 94 0,91 10966 42304
CHAL 200 LED3000-840 HF RSB elektronikus, 3130lm, 4000K, 26W ∅ 220 x 94 0,91 10966 29022
CHAL 200 LED3000-830 HF RSB elektronikus, 2970lm, 3000K, 26W ∅ 220 x 94 0,91 10966 29021
DALI szabályozható előtéttel, és 3 órás inverteres kivitelben is rendelhető

OMEGA Pro 2 álmennyezetbe süllyeszthető LED panel irodai alkalmazásokhoz
Glare ProTech mikroprizma optikával UGR <19, 65°< 3000 cd/m² káprázás korlátozással
OMEGA PRO 2 3000-830 MPT HF Q600 lámpatest, 2800lm, 3000K, 24,4W 597x597x55 5,05 10929 16641
OMEGA PRO 2 3000-840 MPT HF Q600 lámpatest, 3000lm, 4000K, 24,4W 597x597x55 5,05 10929 13228
OMEGA PRO 2 4400-830 MPT HF Q600 lámpatest, 4150lm, 3000K, 36W 597x597x57 5,05 10929 16660
OMEGA PRO 2 4400-840 MPT HF Q600 lámpatest, 4550lm, 4000K, 36W 597x597x57 5,05 10929 15526
DALI szabályozható előtéttel, és 3 órás inverteres kivitelben is rendelhető

OMEGA LED kör alakú álmennyezetbe süllyeszthető  LED panel
OMEGA C LED1500-840 HF R300 lámpatest 1551lm, 4000K, 19,5W ∅ 300 x 55  2,5 10966 31489
OMEGA C LED1600-830 HF R300 lámpatest 1551lm, 3000K, 19,5W ∅ 300 x 55  2,5 10966 31488
OMEGA C LED2800-840 HF R400 lámpatest 2649lm, 4000K, 33W ∅ 400 x 55 3,3 10966 27770
OMEGA C LED2800-830 HF R400 lámpatest 2649lm, 3000K, 33W ∅ 400 x 55 3,3 10966 27771
OMEGA C LED3200-840 HF R500 lámpatest 3374lm, 4000K, 42W ∅ 500 x 55 4,5 10966 27778
OMEGA C LED3200-830 HF R500 lámpatest 3374lm, 3000K, 42W ∅ 500 x 55 4,5 10966 27779
DALI szabályozható előtéttel, és 3 órás inverteres kivitelben is rendelhető

AQUAFORCE PRO por-és páramentes lámpatest polikarbonát (PC) burával
AQUAFORCE Pro S LED4300-840 PC MB HF lámpatest, 4000K, 4530lm, 35,2W 1100x92x90 1,7 10966 30754
AQUAFORCE Pro S LED5200-840 PC MB HF lámpatest, 4000K, 5370lm, 41,7W 1100x92x90 1,7 10966 30755
AQUAFORCE Pro L LED6400-840 PC MB HF lámpatest, 4000K, 6550lm, 52,7W 1600x92x90 2,1 10966 01898
AQUAFORCE Pro L LED8000-840 PC MB HF lámpatest, 4000K, 8060lm, 62,6W 1600x92x90 2,1 10966 30758

Szabályozható DALI előtéttel:
AQUAFORCE Pro S LED4300-840 PC MB HFI lámpatest, 4000K, 4300lm, 33,1W 1100x92x90 1,7 10966 30794
AQUAFORCE Pro S LED5200-840 PC MB HFI lámpatest, 4000K, 5250lm, 42,1W 1100x92x90 1,7 10966 30979
AQUAFORCE Pro L LED6400-840 PC MB HFI lámpatest, 4000K, 6520lm, 49,7W 1600x92x90 2,1 10966 31023
AQUAFORCE Pro L LED8000-840 PC MB HFI lámpatest, 4000K, 8060lm, 64,5W 1600x92x90 2,1 10966 31025

ZONA2 robbanásbiztos fénycsöves lámpatest
PETRELUX ExEn 2x18W T26 HF Zona 2 lámpatest  703x172x108 2,4 10962 00466
PETRELUX ExEn 2x36W T26 HF Zona 2 lámpatest  1312x172x108 4,1 10962 00467
PETRELUX ExEn 2x58W T26 HF Zona 2 lámpatest  1612x172x108 5,5 10962 00468
3 órás inverterrel is rendelhető a 2x58W, és 2x36W teljesítményű

ZONA1 robbanásbiztos fénycsöves lámpatest
PETRELUX P9 2x58W T26 HF lámpatest Zona 1 lámpatest  1675x192x142 10,5 10960 07379
PETRELUX P9 2x36W T26 HF lámpatest Zona 1 lámpatest  1365x192x142 9,2 10960 12627
PETRELUX P9 2x18W T26 HF lámpatest Zona 1 lámpatest  765x192x142 5,7 10960 12770
3 órás inverterrel is rendelhető a 2x58W, és 2x36W teljesítményű
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